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* The working speed depends on the material condition and slitting width.
* Due to machine development, above information may change without notice.
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Slitting Machine

Features :
Materials 

• OPP, PET, CPP, PVC (soft), shrinkable PVC Film, Shrinkable PP

  Film, Paper, Metalized Paper.

Rewinding Type

• Surface-center rewinding with duplex rewind-shafts.

Unwinding Section  

• Swing-out / Lift-up compatible type φ3" air shaft .

• Equipped with digital type line position control (LPC) to ensure 

  accurate slitting position.

Slitting Section 

• Equipped with razor cutter and circular shear cutter. 

• Equipped with blower and expulsion tube.

Rewinding Section 

• Lift-up compatible type φ3" mechanical shaft.

• Static eliminating device.

• Equipped with pneumatic / hydraulic pressure control

  system. 

  Pressure is adjustable according to finish-rolls' condition.

• Automatic tension control system.

• Static eliminating device equipped.

Specification :

NERA Series

Special for Narrow Width Slitting

Model No.

Min. & Max. Parent Web Width

Max. Parent Web Diameter

Unwind / Rewind Core I.D.

Max. Rewind Diameter

Min. & Max. Slit Width

Max. Machine Speed

SLF-MB120M

600 ~ 1200 mm

800 mm

3” or 6” 

600 mm 

20 ~ 600 mm (Depends on various materials' conditions)

200 M / min.


